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Product Specification

Neon LV Strip

Pro Archi Mini T6 10*6mm SMD

DC24V Vertical Bending COB Shape

Single color IP67

(Type T)
WW-FLS102T73XW256T-24(WCP)-HR-S-1006-XXX

WW-FLS102T73XW256T-24(WCP)-HR-S-1006-XXX-EP
WW-FLS102T73XW256T-24(WCP)-UR-S-1006-XXX

WW-FLS102T73XW256T-24(WCP)-UR-S-1006-XXX-EP

（Removal Light Source）

Apply to ERP Regulation (EU) 2019/2020

HK Office : China Factory :

Unit 1901, 19th Floor, NanYang Plaza, No. 57 Hung To Road Zhiyang Science and Technology Park, 10 Zhiyang Road, Zhangge,

Kwun Tong, Kowloon, Hong Kong Fucheng Street, Longhua District, Shenzhen, Guangdong, China

Tel : (852) 3152 3059 (10 lines) Tel : (86) 755 8601 9190

Fax : (852) 3152 3039 Fax : (86) 755 8601 9197
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Product Features

● High quality FPC

● Dilux self-encapsulated LED

● Light source lifetime:50K hours

● Light source removable

● Vertical Bending

● High quality silicone material

● IP67waterproof

● Min.Bending Diameter: Vertical bending Φ50mm

Technology info Harmonised Standards

● Lighting Technology: LED
 EN55015

● DLS or NDLS: NDLS

● MLS or NMLS: NMLS

 EN61547
 EN60598
 EN60598

● Type of light source: SMD2025  EN62493

● Energy consumption KW/1000h/0.5M:4.8W
 EN62471

● Beam angle：135°

● Survival factor（Annex V/EU2019-2020）:90%

Waterproof
Type
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Remarks:

● The type. Luminous flux tolerance range is ±10% (subject to the manufacturer's instrument test).

Neon LV Strip

Neon LV Strip Model No. CRI
(Ra)

Rf Rg
Type.
Power

(W/M)

Max.
Power
(W/M)

Color Neon LV Strip
Color Temp.(K)
Wavelength(n

m)

Type.
Luminous Flux
LM/M(39.37in)

Rated voltage

WW-FLS102T73WW256T-24(WCP)-HR-S-1006-
TS

WW-FLS102T73WW256T-24(WCP)-HR-S-1006-
TS-EP

80 83 94 9 9.9

Warm White 2700K 1034 DC24V

WW-FLS102T73WW256T-24(WCP)-HR-S-1006-
TS

WW-FLS102T73WW256T-24(WCP)-HR-S-1006-
TS-EP

Warm White 3000K 1068 DC24V

WW-FLS102T73NW256T-24(WCP)-HR-S-1006-
TS

WW-FLS102T73NW256T-24(WCP)-HR-S-1006-
TS-EP

Natural White 4000K 1104 DC24V

WW-FLS102T73SW256T-24(WCP)-HR-S-1006-
TS

WW-FLS102T73SW256T-24(WCP)-HR-S-1006-
TS-EP

Standard White 6000K 1114 DC24V

WW-FLS102T73WW256T-24(WCP)-UR-S-1006-
TS

WW-FLS102T73WW256T-24(WCP)-UR-S-1006-
TS-EP

90
92 100 9 9.9

Warm White 2700K 874 DC24V

WW-FLS102T73WW256T-24(WCP)-UR-S-1006-
TS

WW-FLS102T73WW256T-24(WCP)-UR-S-1006-
TS-EP

Warm White 3000K 900 DC24V

WW-FLS102T73NW256T-24(WCP)-UR-S-1006-
TS

WW-FLS102T73NW256T-24(WCP)-UR-S-1006-
TS-EP

Natural White 4000K 930 DC24V

WW-FLS102T73SW256T-24(WCP)-UR-S-1006-
TS

WW-FLS102T73SW256T-24(WCP)-UR-S-1006-
TS-EP

Standard White 6000K 926 DC24V

Parameters for Non-ERP

Test condition:
 Surrounding temperature:26℃
 Test while turning on.s



V2.0Innovate the world. Light up your imagination

www.diluxlighting.com



Remarks:

 *The above color temperature is the color temperature of LED source.

 The type. Luminous flux tolerance range is ±10% (subject to the manufacturer's instrument test).

ErP Note:

 Measured power ≤ Pon +5% ;

 Measured lumen ≥Useful luminous flux -10%;

 Measured CRI ≥ Declared CRI-2

 The above technical data, including typical power are based on the test of 0.5m.

Removal of Light Source

Neon LV Strip Model No. CRI
(Ra)

Rf Rg
Type.
Power

(W/M)

Max.
Power
(W/M)

Color LED Color
Temp.(K)
Waveleng
th(nm)

Type.
Lumino
us Flux
LM/M(39
.37in)

Lumen
/watt

Energy
Efficiency
class

Rated
voltage

WW-FLS102T73WW256T-24(WCP)-HR-S-1006-
XXX

WW-FLS102T73WW256T-24(WCP)-HR-S-1006-
XXX-EP

80 83 94 9.6 10.56

Warm White 2700K 1370 140 D DC24V

WW-FLS102T73WW256T-24(WCP)-HR-S-1006-
XXX

WW-FLS102T73WW256T-24(WCP)-HR-S-1006-
XXXEP

Warm White 3200K 1410 145 D DC24V

WW-FLS102T73NW256T-24(WCP)-HR-S-1006-
XXX

WW-FLS102T73NW256T-24(WCP)-HR-S-1006-
XXX-EP

Natural White 4500K 1460 150 D DC24V

WW-FLS102T73SW256T-24(WCP)-HR-S-1006-
XXX

WW-FLS102T73SW256T-24(WCP)-HR-S-1006-
XXX-EP

Standard White 7200K 1490 153 D DC24V

WW-FLS102T73WW256T-24(WCP)-UR-S-1006-
XXX

WW-FLS102T73WW256T-24(WCP)-UR-S-1006-
XXX-EP

90 92 100 9.6 10.56

Warm White 2700K 1160 119 E DC24V

WW-FLS102T73WW256T-24(WCP)-UR-S-1006-
XXX

WW-FLS102T73WW256T-24(WCP)-UR-S-1006-
XXX-EP

Warm White 3200K 1180 121 E DC24V

WW-FLS102T73NW256T-24(WCP)-UR-S-1006-
XXX

WW-FLS102T73NW256T-24(WCP)-UR-S-1006-
XXX-EP

Natural White 4500K 1220 125 E DC24V

WW-FLS102T73SW256T-24(WCP)-UR-S-1006-
XXX

WW-FLS102T73SW256T-24(WCP)-UR-S-1006-
XXX-EP

Standard White 7200K 1230 126 E DC24V

Parameters for ERP

Test condition:
 Surrounding temperature:26℃
 Test after 10 mins turned on.
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Remarks:

●* The above color temperature is the color temperature of LED source.

● SDCM for light source: ≤6 (alternative ≤3).

● The type. Luminous flux tolerance range is ±10% (subject to the manufacturer's instrument test).

Removal of Light Source

Neon LV Strip Model No. CRI (Ra) Rf Rg
Type.
Power

(W/M)

Max.
Power
(W/M)

Color Range of LED
Color

Temp.(K)
Wavelength(n

m)*

Type. Luminous
Flux

LM/M(39.37in)

Rated voltage

WW-FLS102T73WW256T-24(WCP)-HR-S-
1006-XXX

WW-FLS102T73WW256T-24(WCP)-HR-S-
1006-XXX-EP

80 83 94 9 9.9

Warm White 2600-2900K 1340 DC24V

WW-FLS102T73WW256T-24(WCP)-HR-S-
1006-XXX

WW-FLS102T73WW256T-24(WCP)-HR-S-
1006-XXXEP

Warm White 3000-3500K 1370 DC24V

WW-FLS102T73NW256T-24(WCP)-HR-S-
1006-XXX

WW-FLS102T73NW256T-24(WCP)-HR-S-
1006-XXX-EP

Natural White 4250-4750K 1430 DC24V

WW-FLS102T73SW256T-24(WCP)-HR-S-
1006-XXX

WW-FLS102T73SW256T-24(WCP)-HR-S-
1006-XXX-EP

Standard White 6500-8000K 1450 DC24V

WW-FLS102T73WW256T-24(WCP)-UR-S-
1006-XXX

WW-FLS102T73WW256T-24(WCP)-UR-S-
1006-XXX-EP

90
92 100 9 9.9

Warm White 2600-2900K 1120 DC24V

WW-FLS102T73WW256T-24(WCP)-UR-S-
1006-XXX

WW-FLS102T73WW256T-24(WCP)-UR-S-
1006-XXX-EP

Warm White 3000-3500K 1130 DC24V

WW-FLS102T73NW256T-24(WCP)-UR-S-
1006-XXX

WW-FLS102T73NW256T-24(WCP)-UR-S-
1006-XXX-EP

Natural White 4250-4750K 1180 DC24V

WW-FLS102T73SW256T-24(WCP)-UR-S-
1006-XXX

WW-FLS102T73SW256T-24(WCP)-UR-S-
1006-XXX-EP

Standard White 6500-8000K 1190 DC24V

Parameters for Non-ERP
Test condition:
 Surrounding temperature:26℃
 Test while turning on.s
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Neon LV Strip

Removal of Light Source

Optical Test Diagram
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Distribution Curve Flux Illuminance

Optical Parameters
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Relation of Working Temperature and Power Relation of luminous flux and strip length
(Select green light data)

Relation of operating voltage and strip length

Figures of typical characteristics
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Dimension Drawing

Neon LV Strip

Removal of Light Source

A

Cable Length

B

Strip length

C

Cap width

D/E

Cap width

F

Wire diameter

G

Strip diameter

H/I

Strip diameter

J

Cap Long

300±15mm 5000±50mm 3±1mm 10±0.2mm \ 3.4±0.2mm 5.5±0.3mm 18.9±2mm

11.8±0.59in 196.85±1.97in 0.118±0.039in 0.39±0.0787in \ 0.133±0.0787in 0.216±0.0118in 0.744±0.078in

A

Cable Length

B

Strip length

C

Cable diameter

D

Distance of
LEDS

E

Cutting unit

F

Strip width

G

Strip thickness

300±15mm 5000±50mm 3.4±0.2mm 3.9±0.2mm 31.25±0.2mm 8±0.2mm 0.3±0.2mm

11.8±0.59in 196.85±1.97in 0.133±0.0787in 0.154±0.007in 1.23±0.007in 0.315±0.007in 0.011±0.007in
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Circuit Diagram
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Same Width T10X06-TS IP67

Front & end caps dimensions
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Optional Accessories

Image Part No. Description

WW-FLS102T-CW(1006)-TT2

Cutting accessories set

(Front & end cap, power

cord)

WW-PC1206-0012 PC Profile,

12*12.3*5.5mm,Screw*1

WW-PC1206-XXX

PC Profile,12.3*5.5mm

1m Screw*5;

2m Screw*10

(1m/2m Optional)
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Packaging Information

Packaging Diagram

A

B

Remarks :

● Please contact our sales manager for customized package (color box, blister eTA.)

Packaging

type

Ingress

protection

rating

Bag size
Inner carton Outer carton

N.W G.W Outer carton
volumeSize Reel/ctn Size Reel/ctn

A IP67

270*300*0.14mm / / 520*370*300mm 36 12.6KG ±10% 13.48KG ±10% 0.05772m³

10.63*11.81 *0.0055 in / / 20.47*14.57 *11.81 in 36 27.78Lbs ±10% 29.72Lbs ±10% 2.038ft3

B IP67
/ / / / / / / /

/ / / / / / / /
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Cutting Instruction

●The cutting line logo on the Neon strip marked by calculated dimension, it has a little bit deviation between internal cutting line
marked on the PCB surface;

●Please follow the cutting guidance as below:

Step 1: Fine the cutting line on the silicone coating, slice the silicone coating vertically by knife along the cutting line, but do not hurt the PCB inside.

Step 2: Split the broken silicone coating and observe the deviation between "Cutting line on the PCB" and "Cutting line on the silicone coating side"

Step 3: Find the cutting line on the PCB, adjust to the exact cutting location and slice the silicone coating again.

Step 4：Finally, use scissor to separate the Neon Flex along the cutting line on the PCB.

Slice it
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cautions

1. Do not bend smaller than allowed minimum bending diameter

2. Do not hang or suspend the Neon strip in the air.

3. Press the neon flex into mounted aluminum profile in one direction (Angle between strip and aluminum<15 degrees).

4. Incorrect installation like below pictures could lead to product function failure.
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